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Description 

Structure: Steel. 
Blades: ABS.

Design: Jordi Busquets
Ceiling fan featuring a low-consumption, ultra-
quiet DC motor with 6 adjustable speeds and 
remote control. Includes a reversible summer/
winter function to improve year-round comfort 
and heating efficiency. Suitable for rooms 
measuring 140–189 sq. ft. and sloped ceilings, 
with a vertical downrod that keeps the fan level 
for optimal performance. The lightweight motor 
ensures easy installation, precise speed control, 
fast start/stop response, and up to 70% lower 
energy consumption than conventional motors.

Suitable for sloping ceilings, which 
enables the shank to fall vertically so that 
the fan is always flat with respect to the 
ceiling and ensures the best operation 
and comfort.

Finishes & Materials 

Specifications
Motor Type: DC Motor.
Electrical Specifications: 110V-120V - 50/60Hz - Dry locations only. 
Fan Power (W): 3-5-8-12-21-31.
RPM: 50-71-93-115-138-162.
Airflow (CFM): 2670-3048-4051-4904-5612-6463.
Sound Intensity (dBA): 32-33-34-37-42-46.
Number of Blades: 4.
Maximum Tilt: 15º.
Control Type: Remote Control or On/Off Wall Switch with Memory. Reversible summer/winter function optimizes airflow 

for seasonal comfort and improves heating efficiency 
by redistributing warm air.

Installation for sloping ceilings

Typhoon

Reverse Function
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